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Among direct-bandgap semiconducting nanomaterials, single-walled carbon nanotubes (SWCNT) exhibit strong
quasi-one-dimensional excitonic optical properties, which confer them a great potential for their integration in
future photonics devices as an alternative solution to conventional inorganic semiconductors. In this paper, we will
highlight SWCNT optical properties for passive as well as active applications in future optical networking. For
passive applications, we directly compare the efficiency and power consumption of saturable absorbers (SAs) based
on SWCNT with SA based on conventional multiple quantum wells. For active applications, exceptional
photoluminescence properties of SWCNT, such as excellent light-emission stabilities with temperature and
excitation power, hold these nanometer-scale materials as prime candidates for future active photonics devices
with superior performances.
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Future technologies in photonics emerge ideally from re-
search studies revealing systems with greater performance/
cost ratio, as well as more flexible technological orienta-
tions with easier manufacturing processes. Single-walled
carbon nanotube (SWCNT)-based photonics technology is
becoming a reality as commercial photonics solutions in-
clude SWCNT-based devices [1]. A large number of stud-
ies on SWCNT nonlinear excitonic optical properties for
saturable absorption (SA) applications in mode-locking
fiber lasers have been reported [2-4]. Nevertheless, the lit-
erature on SA applications for SWCNT-based ultrafast op-
tical switching stays poor in number. Conventional SA
based on doped multiple quantum wells (MQW) requires
expensive growth technologies and complex process of
doping control [5]. Recently, one kind of cheaper and
easier-to-fabricate SA based on carbon nanotubes demon-
strated faster switching time, lower saturation fluence, and
higher contrast ratio than MQW-SA [6-11].
Moreover, SWCNT-based technology for active ap-
plications in optical networking ever requires research
studies, as no SWCNT-based nanolaser has yet been* Correspondence: maud.guezo@insa-rennes.fr
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in any medium, provided the original work is pdemonstrated. Light emission of SWCNT surrounded by
surfactants in liquid media [12] or individual SWCNT
suspended on holders [13,14] has been numerously
reported. For applications point of view, with durability
requirements, solid SWCNT film on substrates is more
convenient, but a few photoluminescence studies on effi-
cient light-emitting SWCNT films are reported up to
now. Although photoluminescence of a stretch-aligned
SWCNT/SDS/gelatin dried film was already reported in
2005 [15], the low concentration of SWCNT hinders
practical applications. Photoluminescence of SWCNT
layer deposited on quartz and embedded SWCNT in poly-
mer film are demonstrated in [16]. Recently, an important
step toward SWCNT-based laser was reported by Gaufres
et al. [17], as optical gain in poly(9,9-di-n-octylfluorenyl-
2,7-diyl) (PFO)-wrapped semiconducting single-walled
nanotube (s-SWNT) was reported. The same research
team presented the integration of PFO-wrapped s-SWNT
in silicon photonic structures and demonstrated experi-
mentally its light emission in silicon waveguides [18]. An-
other step has been held by Mueller et al., as they reported
electrically driven light emission from aligned SWCNT be-
tween two electrodes [19]. In conclusion, the research
orientation of SWCNT photoluminescence is gradually ad-
vancing from liquid state to solid state, toward light-
emitting diodes and laser applications.pen Access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.













Figure 1 NDT for M-SWCNT, B-SWCNT, and MQW as a function
of incident pump fluence at 1550-nm excitation wavelength.
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ties for passive as well as for active photonics applica-
tions in optical networking. We first directly compare
SWCNT with MQW absorption nonlinearities, aiming
at demonstrating the huge potential of SWCNT-based
optical devices for saturable absorption applications as
an easier-process and lower-cost efficient solution than
conventional semiconductor MQW [10,11]. This work
highlights the interest for future photonics to benefit
from larger one-dimensional (1D) excitonic nonlinear-
ities in SWCNT than 2D in MQW. Secondly, thanks to
SWCNT photoluminescence characterizations, we show
a particular behavior of SWCNT film light emission on
Si substrate with varying incident powers, as well as over
temperature ranging from 77 K to room temperature, as
no obvious wavelength shift is observed in both cases.
This high stability of SWCNT light-emission energy dis-
tinguishes them strongly with any other semiconductor
nanomaterials, which are ruled by Varshni's law [20].
This behavior confers a special great interest to SWCNT
for new photonics sources with high stability over wide
operating temperature range.
Methods
Preparation of SWCNT samples
Two types of SWCNT samples were prepared from raw
HiPCO SWCNT (purchased from Unidym, Sunnyvale,
CA, USA): bundled SWCNT (B-SWCNT) and SWCNT
surrounded by micelles (M-SWCNT). For B-SWCNT
sample preparation, raw SWCNT powder was initially
inserted in N-methyl pyrrolidone solution and sonicated
for 1 h; SWCNT suspension was then nitrogen brushed
on a heated glass substrate in order to evaporate the solv-
ent. This simple process holds to obtain a dried film of
SWCNT in bundles, which has already been structurally
analyzed by Raman spectroscopy and scanning tunneling
microscopy [11] For M-SWCNT way, 10 mg of pris-
tine SWCNT powder was added to 20 ml of 2%-sodium-
cholate water solution, then sonicated for 1 h, and finally
centrifuged at 25,000×g for 1 h; the upper suspension
layer was dropped on a glass substrate, leading to a
few microns-thick SWCNT film. We already reported the
linear absorption spectra of both samples in [10], which in-
dicate that the SWCNT first excitonic transition energies
are suitable for 1,550-nm-window photonics applications.
Results and discussion
Comparison of SWCNT and MQW nonlinear optical
properties for passive photonics applications: pump-probe
experiments
In order to compare SWCNT with MQW optical prop-
erty performances for saturable absorption and optical
switching applications, pump-probe experiments are per-
formed at 1,550 nm with femtosecond optical excitation,and probe pulses originated from an optical parametric os-
cillator. Details of the experimental setup are provided in
[10]. We already demonstrated the ultrafast absorption
dynamics of SWCNT in direct comparison with MQW
[7] and pointed out the B-SWCNT faster recovery time
of absorption dynamics as a great asset of these 1D
nanomaterials for ultrafast photonics. Another import-
ant key parameter for SA applications is the amplitude
of SA nonlinearities, which are characterized by such
pump-probe experiments, thanks to the measurement
of normalized differential transmission (NDT), defined as
NDT = ΔT/T0 = (T − T0)/T0, where T0 and T are the
transmission of the probe at very low and high pump ex-
citation fluences, respectively. NDTs for B-SWCNT, M-
SWCNT, and MQW as a function of incident pump
fluence at 1550-nm excitation wavelength are demon-
strated in Figure 1. Whereas, B-SWCNT and MQW
NDTs are closely the same; for a given incident pump flu-
ence, the amplitude of M-SWCNT NDT is clearly greater
than B-SWCNT and MQW NDTs (six times greater at
10 μJ cm−2, for example). This enhancement of 1D ex-
citonic nonlinearities in M-SWCNT is associated with
a reduction of tube-tube interactions, thanks to mi-
celles environment of SWCNT, and contributes to better
expected performances of SWCNT-based devices for pas-
sive photonics applications. In addition to fast response
time and strong nonlinearity as key requirements for
nonlinear materials, the power consumption has to be as
low as possible, for general energy consumption control in
future photonics [3]. The power consumption is related to
the input fluence required for inducing a switching
phenomenon of nonlinear materials, called saturation flu-
ence FS. Using the semiempirical absorption saturation re-
lation [21] of a two-energy level system, NDT can be
expressed as NDT = ΔT/T0 = exp[A/(1 + FS/F)] − 1, where
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Figure 2 M-SWCNT photoluminescence (PL) spectra, at 10-mW
excitation power and 659-nm excitation wavelength laser. With
temperature ranging from 77 to 300 K. Vertical lines are guides for
the eyes.
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the saturation fluence, respectively. Generally, NDT re-
flects the quality of regenerative signal: higher NDT, higher
quality. Regardless of the absorption A, higher NDT de-
mands lower saturation fluence FS. From the adjustments
of this NDT analytic expression represented in dotted lines
in Figure 1 with experimental curves, we extract FS values
of 9, 70, and 726 μJ cm−2 for M-SWCNT, MQW, and
B-SWCNT, respectively. These results indicate that M-
SWCNT-based photonics devices are expected to consume
eight times less than MQW-based and 80 times less than
B-SWCNT-based devices. The greater B-SWCNT FS value,
in comparison with M-SWCNT, is associated with the
higher number of nonradiative excitonic relaxation path-
ways in B-SWCNTs, especially due to charge tunnel trans-
fer from semiconducting to metallic tubes within a bundle
[6]. Hence, shorter exciton lifetime in B-SWCNT than
in M-SWCNT leads to greater incident energy to saturate
B-SWCNTabsorption than M-SWCNTabsorption.
Finally, M-SWCNT are promising nonlinear materials
for efficient, ultrafast, low-cost future passive photonics
devices in optical networking with lower power con-
sumption than conventional MQW semiconductors. A
further progress to lower power consumption again
should be loaded by the alignment of SWCNT in order
to favor light-matter interactions. This technological step

























Figure 3 M-SWCNT PL spectra at room temperature and
659-nm excitation wavelength laser under various incident
power levels.Toward active photonics devices: SWCNT
photoluminescence experiments
Among the key requirements for light sources in optical
networking, emission stabilities with temperature and
incident power are of great importance. Also, light emis-
sion from SWCNT requires debundling of SWCNT [12],
as huge numbers of excitonic nonradiative recombination
pathways are available within bundles, thanks to tube-tube
contacts, leading to photoluminescence (PL) quenching.
Therefore, only M-SWCNT sample studies are suitable for
active photonics applications. The preparation of M-
SWCNT samples is mentioned above.
Light emission of M-SWCNT is characterized by PL
spectroscopy experiments, using continuous-wave excita-
tion laser and InGaAs detector, covering 800- to 1,700-nm
wavelength window.
Figure 2 shows M-SWCNT photoluminescence spec-
tra at room temperature and 659-nm excitation wave-
length, under different incident power levels (from 0.7 to
20.0 mW). We observe different light-emission peaks,
which are attributed to different SWCNT chiralities. The
particular behavior of light-emission M-SWCNT high-
lighted by these PL spectra is that no obvious emission
wavelength shift is observed, whereas incident excitation
power changes. Furthermore, PL intensities exhibit alinear dependence (see the inset of Figure 2) on incident
power, over the excitation range examined.
Figure 3 reports the evolution of M-SWCNT PL
spectra with temperature ranging from 77 to 300 K,
at 10-mW excitation power and 659-nm excitation
wavelength laser. These spectra are particularly stable
with temperature, without any obvious emission
wavelength shift and only 20% of PL intensity
loss over the whole examined temperature range.
This high stability of light-emission wavelength with
temperature is in contradiction with the well-known
Varshni's law for semiconductor materials [20], which
is expressed as Eg = E0 − αT
2/(T + β), where E0 is
the bandgap energy at absolute 0 K and α and β are
material parameter-specific constants.
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understand the origin of SWCNT light-emission wave-
length stabilities with incident power, as well as with
temperature, we are firmly convinced that these remark-
able light-emission stabilities represent an extraordinary
opportunity for SWCNT being a candidate as active ma-
terials for future lasers. For practical use, photonics
applications require electrically driven active sources;
therefore, we aim at combining electrically pumped con-
ventional inorganic semiconductors [22] with SWCNT as
light emitters within a same laser cavity, leading to a hybrid
laser cavity.Conclusions
In summary, we highlight optical properties of SWCNT
for future passive as well as active photonics devices.
Thanks to a direct comparison with conventional MQW,
we show greater nonlinearities and lower required energy
for inducing switching phenomenon in M-SWCNT-based
saturable absorbers. These performances confer to M-
SWCNT's great potential for passive applications for op-
tical switching in optical networking. Further progress
should be provided by the alignment of SWCNT, which
technological step is in progress.
The results of PL experiments on M-SWCNT indicate
exceptional stabilities of light-emission wavelengths with
incident excitation power, as well as with temperature. The
realization of an electrically pumped hybrid laser, based on
SWCNT and conventional inorganic semiconductors of
ultrahigh stability, is in progress. In brief, SWCNT demon-
strates unique photonics properties for being a promising
candidate material of future photonics applications.
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